
DREAMSCAPE LIGHTING SPECIFICATION SHEET
9.5W 1-Light Splay Recessed Trim  
Lamping:  1 x 9.5W max.  CRI: 95.

Type:

Project:

Date:

Trim Description:
Recessed 1-light, 9.5W Soraa LED, splay trim.  Allows for 45° vertical 
adjustment with 365° rotation.  Trim blends smoothly into ceiling plane 
with Dreamscape Lighting patented Flush Trim mounting collar.  For 
use with Dreamscape Lighting’s DLED-7001 Non-IC and DLED-
7005-IC and IC-AT housings.  All trims can be flush mounted utilizing 
Dreamscape’s patented flush mount system.  Specify suffix FT.
Mechanical:
Fixture housing is 18 ga. CRS and features two 16 ga. adjustable steel 
hanger bars which can be extended to 23.5”.  Access below ceiling.  
Ceiling trim flange is provided with .5” plaster lip with 
centerline notches for precise trim alignment.
Electrical:
Housing is ETL listed for through branch circuit wiring.  Housing fea-
tures integral electronic transformer.  Secondary lead is 12V.  Primary 
lead is 120V.  Access above ceiling is not required.
Lamping:
Utilizes Soraa 9.5W MR-16 LED lamp.  With a CRI of 95, rich 
saturated color rendering, and excellent color stability.  Light 
output the equivalent to 35W MR-16.  Dimmable (see below).
Finish:
Standard trim finish is powder coated semi-gloss white.  Matte black 
is standard for trim inner core.  See below for other finishes.  Custom 
finishes available, please consult factory.
Labels:
ETL - Suitable for damp location.
Dimming:
Available using ELV or Reverse Phase with neutral.

Ordering Example:

DLED-7200-5-FT-3000K-NFL-9.5
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