
DREAMSCAPE LED LIGHTING SPECIFICATION SHEET
9.5W 1-Light LED Downlight Pinhole Recessed Trim  
Lamping:  1 x 9.5W max.  CRI: 95.

Cat. No. DLED-7300A-_______-_________-________-________

Cat. No. DLED-7300A-_______- FT -_______-_______-_______

Type:

Project:

Date:

Trim Description:
Recessed 1-light, 9.5W Soraa LED, pinhole trim.  Allows for 45° verti-
cal adjustment with 365° horizontal rotation.  Trim blends smoothly 
into ceiling plane with Dreamscape Lighting patented Flush Trim 
mounting collar.  For use with Dreamscape Lighting’s DLED-7001 
Non-IC and DLED-7005-IC and IC-AT housings.  All trims can be 
flush mounted utilizing Dreamscape’s patented flush mount system.  
Specify suffix FT.
Mechanical:
Fixture housing is 18 ga. CRS nad features two 1 ga. adjustable steel 
hanger bars which can be extended to 23.5”.  Access below ceiling.  
Ceiling trim flange is provided with .5” plaster lip with centerline 
notches for precise trim alignment.
Electrical:
Housing is ETL listed for through branch circuit wiring.  Housing fea-
tures integral electronic transformer.  Secondary lead is 12V.  Primary 
lead is 120V.  Access above ceiling is not required.
Lamping:
Utilizes Soraa 9.5W MR-16 LED lamp.  With a CRI of 95, rich 
saturated color rendering, and excellent color stability.  Light 
output the equivalent to 35W MR-16.  Dimmable (see below).
Finish:
Standard trim finish is powder coated semi-gloss white.  Matte black 
is standard for trim inner core.  See below for other finishes.  Custom 
finishes available, please consult factory.
Labels:
ETL - Suitable for damp location.
Dimming:
Available using ELV or Reverse Phase with neutral.

Ordering Example:

DLED-7300A-FT-2700K-S-9.5
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DREAMSCAPE LIGHTING™ SPECIFICATION SHEET 
DREAMSCAPE 50W 1 LIGHT ADJUSTABLE
PINHOLE RECESSED TRIM
LAMPING: 1 x 50 watt max.

� Cat. No.: DL-7300A-________-________-_______

Trim Description:
Recessed 1-light 50W pinhole trim.  Allows for 45° vertical adjustment
with 365° horizontal rotation. Trim blends smoothly into ceiling plane
with Dreamscape Lighting patented Flush Trim mounting collar.  Trim
includes DL-7229 inner baffle to block visual access to trim interior.  For
use with Dreamscape Lighting DL-7001 Non-IC and DL-7005-IC
Housings.  Trim accepts both a louver and lens.  See accessories
below.  All trims can be flush mounted utilizing Dreamscape’s
patented flush mount system.
Mechanical:
Fixture housing is 18 ga. CRS and features two 16 ga. adjustable steel
hanger bars which can be extended to 23.5".  Access below ceiling.
Ceiling trim flange is provided with .5" plaster lip with centerline notch-
es for precise trim alignment.
Electrical:
Housing is ETL listed for through branch circuit wiring.  Housing fea-
tures integral Q-Tran toroidal dimmable transformer.  Secondary lead
is 11.8V.  Designed primarily to recover voltage loss in dimmed sys-
tems.  Primary lead is 120V.  Features 'hands free' maintenance
(access above ceiling not required).  
Finish:
Standard trim finish is powder coated semi-gloss white.  Matte black is
standard for trim inner core.  See below for other finishes.  Custom fin-
ishes available, please consult factory.
Labels
ETL- Suitable for damp location
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For Use with the Following Dreamscape Housings

Beam Accessories: DL-7224: 2" Louver     Custom Finishes:  Consult Factory
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Catalog No. Finish ConstructionWattage AdjustabilityColor
Temp.

Lamp

 
Powder Coated Steel

Solid Brass

Solid Brass

Solid Brass

Solid Brass

15° Vertical SORAA
LED365° Horizontal9.5W2700K

3000K

DLED-7300A
DLED-7300A-2
DLED-7300A-5

DLED-7300A-6

DLED-7300A-8

White

Pewter 
Ancient Bronze 
Brass Bronze

.

Copper Plate

DLED-7005-IC
DLED-7005-IC-AT (Air Tight)

Beam 
Spread

FL
Flood 36°

NFL
Narrow

Flood 25°
S

Spot
14°
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Mounting

FT
Flush
Trim
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